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	System Capability – Ability to connect to a Gun Cleaner for ease of unloading
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     purchase

	Listed to UL2208 for Class 1 Div I Hazardous Locations
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	Avg. Performance Time
	3-5 hrs 
depending on solvent
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	90-95 % Efficient
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	Touch Control
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	Seal Design for Long Life 
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	Thermic Oil Heat Transfer for even Temp Control
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              Plate

	Safety -Pressure Relief Lid
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	Safety – Class 1 Div I Electrical
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	Safety – Safety Ground Clips for Solvent Container(s)
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	Safety – Unit Ground Strap
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	Stainless Steel Boiler
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          Alum

	Replaceable Solvent Resistant Seal
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	Fan Cooled Condenser
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	220v 1 Ph
	[image: dd01352_]
	
	     
	[image: NA01595_]             120 Volt 
              System

	Digital Display showing Recycler progress
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	Self-diagnostic Control at Start-up
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	Secured Adjustable Temperature Control
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Settings       

	Thermal Recovery Bag System
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	Attractive/Durable solvent resistant Powder Coat Finish
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	Local factory trained – certified Sales/Installation/Training and Service Distribution
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	Code Knowledge
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	North American Parts available in 48 hrs
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	On-Site Service – BECCA Care
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	Limited 2-year Warranty
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