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ULTRA LITE  

Package of 6 
Part# 825550 - 6   

 

 

COMMON FEATURES  
 

- Global High Flow Design 
- 1/4” NPT Thread 

- Corrosion Resistant   
- Female or Male  

       
COMMON  

  PERFORMANCE   
  CHARACTERISTICS 

 

-25% More Air Flow for  
      Improved Performance 

- Max Pressure 300 PSI  

Heavy Duty (Silver) 

Nitride Hardened Plated Steel  

Package of 6 
Part# 825651 - 6 

 

Package of 6 
Part# 825652 - 6 

 

By 

 
 

Quick Disconnects 
       (for Compressed Air) 

HIGH FLOW QD’s 
Heavy Duty (BLACK)  

 FEATURES INCLUDE: 
 

 - Global High Flow Design 
 - 1/4” NPT Thread 
 - Corrosion Resistant Anodized 
          Aircraft Aluminum Body (BLACK) 
 - Solvent Resistant Seal  
 - Stainless Steel Springs 
 - Satisfies both Female or Male             
           Connections (w/Nipple) 
 - 35% Lighter than Standard Couplers 
        

 PERFORMANCE  CHARACTERISTICS 
 

 - 25% More Air Flow for Improved  
           Performance 
 - Push Connect easy connection 
 - Max Pressure 300 PSI  
 

HIGH FLOW STEMS 

TM 

http://www.beccainc.com


2010 Cobb International Blvd, Suite H Kennesaw, GA 30152 
Phone 800.655.5649   Fax 800.655.5684   Internet: 

Package of 6 
Part# 825785 - 6 

 

STANDARD FLOW QD’s  
Heavy Duty (Red)  

STANDARD FLOW STEM’s 

Light Duty (Red) 

Package of 6 
Part# 825918 - 6 

 

Package of 6 
Part# 825917 - 6 

 

Red Anodized Aircraft Aluminum -  35% Lighter  

Package of 6 
Part# 825787- 6 

 

Package of 6 
Part#825788 - 6  

ULTRA LITE  
 

Quick Disconnects 
       (for Compressed Air) 

 FEATURES INCLUDE: 
 

 - Standard Flow Industrial Type D           
    Industrial Design -  Short Nipple  
 - 1/4” NPT Thread 
 - Corrosion Resistant Anodized 
          Aircraft Aluminum Body (RED) 
 - Solvent Resistant Seal  
 - Stainless Steel Springs 
 - Satisfies both Female or Male             
           Connections (w/Nipple) 
 - 35% Lighter than Standard Couplers 
        

 PERFORMANCE  CHARACTERISTICS 
 

 - Push Connect easy connection 
 - Max Pressure 300 PSI  
          

By 

 

COMMON  
FEATURES  

 

-  Standard Flow  
    Industrial Type D 
- 1/4” NPT Thread 

- Corrosion Resistant   
-Female or Male  

 

COMMON  
  PERFORMANCE   

 CHARACTERISTICS 
 

 - Max Pressure 300 PSI  

 Heavy Duty (Silver) 
Nitride Hardened Plated Steel  

TM 
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